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Product: 

DECLARATION OF PERFORMANCE -Number: E-103 
Construction Products Regulation (EU) No. 305/2011 

ClassicBond PRO

Product Identification: See bar code and label on packaging. 

Intended Use: Roof Waterproofing / Fluid Barrier - EN 13956 and EN 13967 

Manufacturin& Locations: 

1285 Ritner Highway Carlisle, Pennsylvania, USA 17013 

Representative Contact: SIG Trading Ltd t/a Flex-R Adsetts House, 16 Europe View, Sheffield 

S9 1XH England 

Carlisle Construction Materials GmbH, Schellerdamm 16, 21079 
Hamburg, Germany 

6. AVCP: 2+

7. Notified Body {hEN):

8. 

BCCA 

Aarienstraat / Rue d'Arion 53, B 

Brussel / Bruxelles 

Registration No. 0749 

BCCA performed the initial inspection of the manufacturing plants and conducts continuous 

surveillance, assessment and evaluation of each plants Factory Production Control scheme. The 

BCCA issued Certificates are as follows: 

Carlisle PA, USA: CE Certifi�ate EN 13956: BC2-320-01457-0020-01 

CE Certificate EN 13967: BC2-336-298-GEO01-01 

Notified Body (ETA); N.A. 
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